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Bui lding Entry and Internal  F ibre

HellermannTyton are leaders 
in product innovation and 
development when it comes 
to home connections, fibre 
to the home and all last mile 
fibre applications.

With an extensive range of purpose 
designed and engineered products, we 
have a connectivity solution for every 
aspect of your fibre network. From the 
street to the house, aerial connectivity 
to the building and a strong range of 
MDU solutions for internal applications. 

From building entry to internal 
fibre routing within the property, 
HellermannTyton have developed a 
number of products to give home 
owners and residents increased 
f lexibil ity with the position of their 
broadband ONT and Router.

Our duct manufacturing facil ities allow 
us to offer a wide selection of sizes 
and bundled configurations, delivering 
world class connectivity from point to 
point and providing our customers with 
a one-stop-shop for all their network 
requirements.
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Working with Customers
Only through truly understanding our customers is HellermannTyton Connectivity able to 
deliver the perfect solution. This is achieved with direct dialogue and regular discussions to 
establish the best approach and suitable products to meet the needs of the project.

Drawing on years of skill and experience, HellermannTyton can provide advice, innovative 
ideas and ultimately the best solution for our customers. With an industry reputation for 
quality and reliability, HellermannTyton is a company customers can trust to deliver to their 
exacting requirements.

Product Design and Development
Our in-house design and development team are highly skilled and responsive. Where 
required, our team are able to listen to customer project needs and adapt products from 
our existing portfolio to provide solutions to meet the connectivity demands. 

Known for our expertise and innovation, HellermannTyton will work closely with our 
customers to design and develop products specific to their network needs.

Product Compatibi l ity and Ease of Use
Our products are designed for ease of use and compatibility, not only with our own 
products in any given application, but any other product installed in the network. 

All products are supplied with detailed installation guides or with QR codes to access full 
installation instructions digitally from a mobile device or tablet. 

All products are designed with common components providing familiarity across the range, 
especially fibre management trays, with our Integrated Routing (IR) system leading the way. 

Our MDU series and wall boxes have a distinct design making them easily identifiable from 
other products on the market.

Sustainabil ity and the Environment -  
Making posit ive differences
HellermannTyton is committed to reducing the emissions generated by our business 
operations, products and services, whilst actively supporting our customers to meet their 
sustainability ambitions.

With ISO 9001 and 14001 accreditation, HellermannTyton works tirelessly to ensure 
all waste is recycled where possible and anything non-recyclable is disposed of in an 
appropriate way. 

Our purpose built manufacturing facilities in Northampton have been designed to be 
energy efficient, minimising energy usage in areas not in use and our company vehicles are 
mostly electric or hybrid with multiple charging points available to employees.

We are constantly finding innovative ways to design and manufacture our products from 
sustainable materials with our Toby Box being one of the first of its kind to be made from 
recycled materials.

It's the personal approach which sets you apart 
from others as relationships have been built and to 
take the time to meet with us face to face to discuss 
updates and latest products shows just how much 
you care about your clients.
Customer Satisfaction Survey 2024

“
”
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Fibre to the Home 
and Beyond

Increased 
Deployment
As demand for high-speed 
internet and digital services 
continues to rise, there will likely 
be increased investment in last 
mile infrastructure deployment. 

Governments, 
telecommunications companies, 
and internet service providers 
recognise the importance of 
reliable, high-speed connectivity 
for economic growth, education, 
healthcare, and overall quality 
of life.

Gigabit and 
Beyond 
FTTH / FTTP networks will 
continue to push the boundaries 
of speed, with gigabit-per-second 
and even multi-gigabit-per-
second connections becoming 
more common. 

As bandwidth-intensive 
applications like 4K and 8K 
video streaming, virtual reality, 
augmented reality, and Internet 
of Things (IoT) devices become 
mainstream, there will be a 
need for faster and more robust 
internet connections.

 

Symmetrical 
Speeds
The trend toward symmetrical 
upload and download speeds 
in FTTH / FTTP networks is likely 
to continue, enabling seamless 
two-way communication for 
applications such as video 
conferencing, cloud computing, 
and remote work.

5G Integration
FTTH / FTTP infrastructure 
provides the high-capacity 
backbone for 5G networks. 

As 5G networks roll out, there 
may be increased collaboration 
between fibre and wireless 
providers to deliver ultra-fast, 
low-latency connectivity to end-
users.

Smart Cit ies  
and IoT
FTTH / FTTP infrastructure 
will play a crucial role in the 
development of smart cities 
and IoT ecosystems, providing 
the backbone for connected 
devices, sensors, and intelligent 
infrastructure. This will require 
scalable and resilient fibre 
networks capable of handling 
massive amounts of data traffic.

Technological 
Innovations
Ongoing research and 
development in fibre optic 
technology, such as improved 
fibre materials, more efficient 
signal processing techniques, 
and advances in network 
architecture, will further enhance 
the performance and capabilities 
of last mile networks.

Environmental 
Considerations
FTTH / FTTP is considered a 
more environmentally friendly 
option compared to traditional 
copper-based networks, as fibre 
optic cables require less energy 
to operate and have a longer 
lifespan. 

As sustainability becomes a 
greater concern, FTTH / FTTP 
may see increased adoption as a 
greener alternative for broadband 
infrastructure.

The future for FTTH (fibre to the home) and FTTP (fibre to the premise) indicates 

continued growth, with new trends and developments increasing as the technology 

advances. These developments can be recognised all the way into the property as 

user needs change and connecting hardware advances.
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FFO 2.0

Where your fibre connection 
leads to your home

With 15m of pre-terminated 1.5mm 
G657.A2/B3 B2ca cable, you can move 
your router to where it works best for you. 

Position the FFO 2.0 
outlet in the room 
where you want your 
router / ONT to be

Where your fibre 
enters the building

Fibre Cable 
Up to 15 metres

Plug the FFO 2.0 outlet 
into your Fibre Router / 
ONT

Image for illustration purposes only. Cables are not to scale. 

Route the fibre in your home, 
round bends and through walls

A compact and installer-friendly fibre 
broadband extension kit designed to 
streamline fibre routing around your home.

More information available on Page 10.

SAFETY

IN
TEGRATED

FEATURES

15M
LOADED WITH

DISCREET FIBRE
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Single Dwell ing Units 
(SDU’s)

SDU’s are residential properties designed to accommodate a single 
household or family unit.

An SDU will typically have direct access to the street without using a 
shared hallway or corridor. It can be a terraced, detached or semi-
detached property where the owner or tenant is responsible for any 
work or maintenance on that building and any outdoor space attached 
to it. 

When delivering fibre to a SDU, installers may encounter several 
challenges:

Challenges

•	 Access issues

•	 Homeowner permission

•	 Interior wiring

•	 Home construction and layout

•	 Customer expectations

•	 Regulatory and permitting 
requirements

•	 Environmental factors

While we may not have the answer to every challenge faced by 
engineers or installers on site, HellermannTyton have developed a range 
of products that offer ease, flexibility and choice when it comes to 
installing a fibre connection into and around the home.

When introducing our home connection and internal fibre products, 
HellermannTyton takes into consideration the aesthetics of the property, 
both inside and out while understanding the internal requirements of 
the resident. 

From fibre entry into the property, and it’s routing throughout, our 
products are designed to discreetly provide flexibility when considering 
the position of ONT’s and routers internally, for both convenience to the 
end user but also a better more balance WiFi distribution around the 
home.

Delivering SDU Solutions

This diagram showcases our SDU products 
and their potential installation locations 
(numbered 1  to 6  ) within various 
configurations. 

Repeated numbers indicate where products 
can be used in more than one location. 
(Refer to pages 10-19 for more product 
information).

*Products and cables are not to scale.

Fibre Connect ions, 
for Every Home.. .
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The CWB is an SDU Building Entry Point (BEP) 
providing a fibre termination and demarcation 
point external to the connected property in a 
Fibre to the Home (FTTH) network. 

CWB - Customer Wall Box1

More information available on Page 12

The FWO-EXT is a plug-in fibre broadband 
extension solution designed for use with the 
Fibre Wall Outlet (FWO) to provide greater in-
home routing flexibility.

FWO-EXT - Fibre Wall Outlet Extension Module2

More information available on Page 11

The CCWB is a compact, IP-rated Building Entry 
Point (BEP) that provides 15m of pre-installed 
fibre for flexible internal connections.

CCWB - Connectorised Customer Wall Box3

More information available on Page 10

The Inline Adaptor Mount range is designed to 
provide a secure, accessible remote connection 
point for SC simplex or LC duplex adaptors 
within the customer property.

Inline Adaptor Mount4

More information available on Page 11

The FWO is a single gang socket size outlet. 
The outlet has cable entry positions at the 
base, rear and on each side.

FWO - Fibre Wall Outlet5

More information available on Page 13

The FFO-2.0 is a compact and installer-friendly 
fibre broadband extension kit designed to 
streamline fibre routing within residential and 
small office environments. 

FF0 2.0 - Faint Fibre Outlet 2.06

More information available on Page 10

Our fibre connectivity solutions are 
compatible with almost any fibre network 
design. If you can't find the exact product to 
meet your needs, don't worry our extensive 
range will have the right solution for you. 

Scan for more applications online.

Find the right 
product
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MDU's refer to residential buildings or apartment complexes that 
contain multiple separate living spaces within a single structure. 

These units are designed to accommodate multiple households or 
individuals while sharing common areas such as hallways, entrances, 
and sometimes amenities like car parking. MDU's are commonly found 
in urban areas where space is limited and population density is high. 

Multi Dwell ing Units 
(MDU's)

Challenges

When delivering fibre to a MDU, installers encounter unique challenges 
due to the variety of scale of the property and the presence of multiple 
tenants or homeowners: 

•	 	Access restrictions

•	 Limited space 

•	 	Complex infrastructure

•	 	Coordination with property 
management

•	 	Tenant communication

•	 	Aesthetic considerations

•	 	Service interruptions

•	 	Regulatory compliance

HellermannTyton offer a full range of MDU solutions, designed with 
scalability in mind. From the smallest shared building to the largest 
apartment complex, you will find a suitable product to meet the 
capacity demands of your project. 

Whether it’s a single floor or multi floor installation, HellermannTyton 
have the best solution to deliver fibre from the street to the property 
with all the connectivity needed in between.

Our MDU product range delivers seamless fibre distribution, from floor 
to floor within the building and throughout each floor to individual 
apartments. 

All of our MDU S5, S4, S3 and S2 products offer both P2MP (point to 
multi-point) and P2P (point to point) configuration options.

Solving the MDU Challenge

This diagram showcases our MDU products 
and their potential installation locations 
(numbered 1  to 5  ) within various 
configurations. 

Repeated numbers indicate where products 
can be used in more than one location. 
(Refer to pages 10-19 for more product 
information).

*Products and cables are not to scale.
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The S5 offers the adaptability of a P2MP or 
P2P configuration, suited to both internal and 
external applications. 

S51

More information available on Page 14

The S4 is a wall or façade mounted enclosure 
that offers the adaptability of a P2MP or P2P 
configuration, suited to both internal and 
external applications. 

S4

More information available on Page 14

The S3 is a versatile splice only for P2P, or 
connectorised for P2MP, and is suited to both 
internal and external applications. 

S3

More information available on Page 15

The S1XS is a Building Entry Point that provides 
a fibre termination and network demarcation 
point internal to the connected premise in a 
Fibre to the Home network.

S1XS4

More information available on Page 16

The ICB provides a connection point within 
the MDU environment. The internal enclosure 
allows a multi-fibre cable or internal duct to be 
routed along a corridor.

ICB - Internal Corridor Box5

More information available on Page 13

The S2 and S2XL provide a solution for installing 
pre-terminated drop cables in P2P or P2MP 
Fibre to the Home (FTTH) applications. 

S2 / S2XL2

More information available on Page 15

The S1 is an internal wall mountable enclosure 
that can be used within a P2P or P2MP network 
with the addition of PLC splitters, connectorised 
or bare end, pigtails and adaptors.

S13

More information available on Page 16

1

1

Our fibre connectivity solutions are 
compatible with almost any fibre network 
design. If you can't find the exact product to 
meet your needs, don't worry our extensive 
range will have the right solution for you. 

Scan for more applications online.

Find the right 
product
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Home Connections
Key Products

The CCWB is ideal for residential fibre-to-the-premises (FTTP) installations 
and offers flexible ONT placement within the property while ensuring neat 
and protected fibre management outside the building.

 It is a compact, IP-rated Building Entry Point (BEP) that provides a secure 
fibre termination and demarcation location external to the premises in Fibre 
to the Home (FTTH) deployments. Designed to support a connectorised 
approach, the CCWB offers flexibility, speed, and ease of installation for 
service providers and installers.

•	 Fibre demarcation & transition 
point allows for clean handover 
and flexible in-property ONT 
placement

•	 Base stores up to 30m of 1.2mm 
blowable fibre or 10m of 3mm 
aerial drop cable

•	 Upper section includes 15m of 
1.5mm G657.A2 B2ca fibre cable, 
pre-terminated with an LC/APC 
connector and designed to be 
de-spooled internally

•	 LC Duplex or SC Simplex adaptor 
housed on a removable adaptor 
plate

•	 IP54 / IK07 rated

•	 Adaptor plate assists with fibre 
winding during installation.

•	 8 entry/exit ports (6 bottom, 2 
rear) support cables or ducts up to 
8mm diameter

•	 Mechanical fixings ensure cable 
retention and strain relief

•	 Constructed from UV-stable 
polycarbonate

•	 Tamper-proof lock for added 
security

•	 Customisable front panel for logo 
branding

•	 Splice holder accommodates both 
3A and ANT splice protectors

CCWB - Connectorised Customer Wall Box

Key Features

Colours available:

Top and Bottom Left: CCWB shown with SC/PC SX Connection.
Bottom Right: CCWB shown with optional CCWB Cable Entry 
Cover.

The FFO 2.0 is ideal for Fibre to the Home (FTTH) scenarios where the 
router needs to be positioned away from the external termination point. 
It allows broadband engineers to deliver a high-quality, customer-oriented 
installation without the need for additional splicing or on-site termination.

It is a compact and installer-friendly fibre broadband extension kit designed 
to streamline fibre routing within residential and small office environments. 
Developed with both the technician and end-user in mind, the FFO 2.0 
enables flexible router placement while maintaining network performance 
and cable integrity.

FFO 2.0 - Faint Fibre Outlet 2.0

Colours available:

Top: FFO 2.0 shown with SC/PC SX adaptor.
Bottom Left: FFO 2.0 shown with LC/PC DX adaptor and LC/PC SX 
connector.
Bottom Right: FFO 2.0 shown with cover.

Key Features
•	 Pre-loaded with 15 metres of 

1.5mm G657.A2 fibre cable, 
factory-terminated with LC or 
SC connectors on both ends, 
providing flexible internal routing 
to the customer’s broadband 
router

•	 Dedicated connector plate that 
securely houses one connector 
and functions as a winding key 
for the fibre spool

•	 Tamper-proof latches

•	 Protective overhang shields the 
connectors and adaptor from 
accidental contact or tampering

•	 Supplied with a comprehensive 
routing kit to maintain minimum 
bend radius compliance and 
ensure clean and professional 
installations

•	 Single gang socket size for 
discreet, low-profile installation

•	 IP54 rated for dust and splash 
resistance

•	 Constructed from Polycarbonate 
+ ABS V0 rated flame-retardant 
material.

•	 Adjustable keyhole mountings 
and standard fixing kit included 
for fast, accurate placement

NEW!

NEW!
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Home Connections
Key Products

The FWO-EXT Module is ideal for FTTH installations where the router 
location is pre-existing or needs to be flexible, the FWO-EXT Module allows 
broadband engineers and property owners to extend fibre connectivity 
up to 15m from the original termination point - quickly, safely, and with 
minimal disruption.

The module is a plug-in fibre broadband extension solution designed for 
use with the Fibre Wall Outlet (FWO). Developed to provide fast, clean 
installations and greater in-home routing flexibility, the FWO-EXT enables 
end users to position their broadband router precisely where needed - 
without the need for additional splicing or fibre termination.

FWO-EXT - Fibre Wall Outlet Extension Module

Colours available:

Top and Bottom Left: FWO-EXT shown with SC/PC SX 
connection.
Bottom Right: FWO-EXT shown with cover. 

•	 Clips directly onto the existing 
FWO, transforming it into a 
flexible fibre extension point

•	 Contains 15m of 1.5mm G657.A2 
B2CA fibre cable, pre-terminated 
at both ends with either LC or 
SC connectors, enabling flexible 
internal routing to the ONT

•	 Dedicated connector plate that 
doubles as the winding key for 
the spool

•	 An entry/exit cover shields fibre 
leads, preventing damage and 
unauthorised access

•	 Supplied with internal/external 
corner guides and through-the-
wall cable managers to control 
bend radius and ensure a safe and 
tidy installation

•	 Made from Polycarbonate + 
ABS V0-rated material, providing 
robust, flame-resistant protection 

Key Features

The Inline Adaptor Mount is ideal for use in FTTH deployments where 
added flexibility, serviceability, and protection are needed for the final 
fibre connection. Commonly installed along skirting boards, near router 
locations, or at mid-points in longer internal fibre runs. 

The range is designed to provide a secure, accessible remote connection 
point for SC simplex or LC duplex adaptors within the customer premise. 
These mounts serve as a key interface between the fibre cable entry 
point and the end-user equipment, offering both practical and aesthetic 
benefits in FTTH installations.

Inline Adaptor Mount

Colours available:

Top: Inline Adaptor shown with cover.
Bottom Left: Inline Adaptor shown with SC/PC SX ADAPTOR
Bottom Right: Inline Adaptor shown with LC/PC DX ADAPTOR 

•	 Allows for the placement of the 
final adaptor away from the 
main outlet or fibre entry point, 
offering greater flexibility in router 
positioning and cable routing 
within the home

•	 By positioning the adaptor inline, 
the mount provides a convenient 
test and access point between the 
incoming fibre and the customer 
equipment, ideal for diagnostics 
and performance verification

•	 Facilitates faster, easier restoration 
in the event of fibre damage near 
the customer equipment. Repairs 
can be performed at the adaptor 
interface without disturbing the 
main fibre feed

•	 Acts as a shield for the fibre 
adaptor and connectors, 
protecting them from accidental 
damage while delivering a clean, 
low-profile finish suitable for 
visible interior spaces

Key Features

NEW!

NEW!
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Home Connections
Key Products

Cable Management Kits are ideal for Fibre to the Home (FTTH) installations, 
these kits offer an installer-friendly solution for extending and routing fibre 
throughout the property - particularly in areas where bend radius, visual 
finish, and cable protection are critical.

The kits are purpose-built to support clean, secure, and regulation-
compliant fibre installations within residential and commercial premises. 
Designed specifically for use with 1.5mm or 3mm G657.A2/B3 fibre cables, 
these kits ensure that the minimum bend radius is maintained throughout 
the premises preserving signal integrity and extending the life of the cable.

Cable Management Kits

Colours available:

Top: 1.5mm Cable Management Kit with External and Internal 
Corner Bend Managers and Through the Wall Managers.
Bottom Left: Straight Through the Wall Manager for 1.5mm/3mm.
Bottom Right: Round Through the Wall Manager for 1.5mm.

Key Features
•	 4 × External Corner Bend 

Managers for larger-radius bends, 
such as the top of door frames

•	 4 × Internal Corner Bend 
Managers for tighter corners, 
such as between skirting boards 
and door frames

•	 4 × Through-the-Wall Managers 
for protecting fibre as it passes 
through walls, while maintaining 
bend radius and hiding unsightly 
drill holes

•	 Engineered to guide fibre cables 
safely around typical in-home 
architectural features (e.g. 
architraves, skirting boards, 
corners), ensuring bend angles 
don't compromise performance

•	 Through-the-wall manager 
includes a slotted guide and clip-
on cap for secure, discreet fibre 
routing.

•	 Manufactured from PC/ABS V0-
rated flame-retardant plastic

NEW!

The Customer Wall Box (CWB) is a high-performance, weather-resistant 
enclosure designed to serve as the Building Entry Point (BEP) for your Fibre 
to the Home (FTTH) network. Offering a reliable fibre termination and 
demarcation point located externally to the connected premise, the CWB 
ensures seamless network connectivity with superior durability and security.

CWB - Customer Wall Box

Top: CWB shown with LC/APC DX adaptor.
Bottom Left: CWB shown with 2 LC/APC DX adaptors.
Bottom Right: CWB shown with cover.

Key Features
•	 The CWB is made from UV stable 

black polycarbonate, providing 
exceptional strength and longevity

•	 It boasts an IP54/IK07 rating, 
ensuring it is dust-tight and 
protected against water splashes, 
while also being resistant to 
impact damage

•	 Mechanical fixings ensure the 
secure management of all 
incoming and outgoing cables, as 
well as blown fibre ducts. Strain 
relief provisions are also included

•	 Equipped with a tamper-proof 
lock, the CWB ensures that 
only authorized personnel can 
access the internal components, 
maintaining the integrity and 
security of the network

•	 Customisable front panel for logo 
branding

•	 With 8 entry points (6 on the 
bottom and 2 on the rear), the 
CWB is designed to accommodate 
cables and ducts with a maximum 
diameter of 8mm

Colours available:
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Home Connections
Key Products

The ICB provides a connection point within the MDU environment. The 
enclosure allows a multi-fibre cable up to 3.0mm or internal duct up to 
5.0mm (max. outer diameter) to be routed along a corridor. Up to 2m 
of cable can be stored inside the box (or 3m if stripped back fibre).

The midspan capability allows one fibre to be dropped off at each 
customer location allowing the remainder of the cable to feed 
additional customer connections. 

ICB - Internal Corridor Box

Top:  ICB shown with SC/APC SX adaptor and 3A splice bridge.
Bottom left: ICB shown with cover.
Bottom right: ICB shown with 2 LC/APC DX adaptors 
(multi operator version).

•	 Max. 4 customer connections 
with a multi-operator version

•	 Pre-loaded with either 3A or 
ANT splice holder for up to 12 x 
3A or ANT splices

•	 4 corner cable access points for 
discreet fibre routing

•	 Through the wall capability

•	 	IP20 and IK07 rating

•	 Small, low-profile design with a  
clipped on cover

•	 	Made from Polycarbonate + 
ABS V0-rated, flame-retardant 
material

•	 Secure fibre drop off at the 
entrance of each customer 
apartment

•	 Range of accessories available

Key Features

Colours available:

The Fibre Wall Outlet (FWO) is a compact and practical solution for 
terminating fibre connections in residential and commercial premises. 
Designed for both aesthetics and functionality, it manages up to 4 fibres 
and provides a reliable connection point for routers or active equipment - 
all while blending seamlessly into the interior environment.

Built from durable ABS plastic, the FWO features tamper-proof latches, 
a low-profile footprint, and multiple cable entry points for flexible 
installation. Its advanced internal fibre management ensures optimal 
performance while maintaining a clean, professional finish.

FWO - Fibre Wall Outlet

Colours available:

•	 Compact enclosure for discreet 
installation close to the building 
entry point.

•	 Cable access from the front, 
rear, and both sides to suit any 
layout

•	 Anchor points keep incoming 
cables secure and stable

•	 Maintains a minimum 30mm 
bend radius to protect signal 
integrity

•	 Tough ABS construction with 
tamper-proof latches for peace 
of mind

•	 Supports up to 4 fibres with SC 
simplex or LC duplex adaptor 
mounting options

•	 Mount flush to the wall using 
screws or adhesive - no tools 
required for adhesive option

Key Features

Top: FWO shown with LC/APC DX connection.
Bottom Left: FWO shown SC/APC SX with pigtails. 
Bottom Right: FWO shown empty with cover.
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Home Connections
Key Products

The S5 offers the adaptability of a P2MP or P2P configuration. It is 
suitable for both internal and external applications. The enclosure can 
be supplied in a splice only configuration or as a connectorised version 
with the addition of connectorised PLC splitters or pigtails and adaptors. 
An angled connector plate fits 24 LC quad or 12 SC duplex adaptors 
Due to the size and modular nature of the S5, it is the most versatile 
MDU enclosure. Easy installation in Multi Dwelling Unit basements or 
comms cupboards.

•	 Max. 96 customer connections

•	 Max. 432 fibre splice only

•	 18 x SE-IR or 36 x SC-B trays

•	 IP54 and IK08 Rating 

•	 Optional internal loop storage 
basket 

•	 	UL-94 V0 / UV Stable

•	 568 x 375 x 165mm (HxWxD)

•	 Range of network and drop 
cable accessories

•	 MDU Mounting bracket 
available

MDU - S5

Key Features

Top: S5 shown with 24 x LC/APC QD adaptors.
Bottom Left: S5 shown with LC/APC SX cassettes. 
Bottom Right: S5 shown with cover.

The S4 is a wall or façade mounted enclosure that offers the adaptability 
of a P2MP or P2P configuration. It is suitable for both internal and 
external applications. The enclosure is supplied in a splice only 
configuration or in numerous connectorised versions.

The S4 can provide a flexible solution at the first phase in multi-floor 
fibre distribution. The S4 offers ease of installation, fast customer 
connection and scalability for future subscribers.

MDU - S4

Top: S4 shown in a splice only configuration with 10 x SE-IR 
MKII trays and internal loop storage. 
Bottom Left: S4 shown empty. 
Bottom Right: S4 shown with cover.

Key Features
•	 Max. 64 customer connections

•	 Up to 288 x 3A or ANT splices 

•	 	10 x SE-IR or 20 x SC-B trays 

•	 	IP54 and IK08 Rating 

•	 Optional internal loop storage 
basket 

•	 	UL-94 V0 / UV Stable

•	 470 x 307 x 147mm (HxWxD)

•	 Range of network and drop 
cable accessories

•	 MDU Mounting bracket 
available

Colours available:

Colours available:
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Home Connections
Key Products

The S3 is a versatile splice only or pre-connectorised enclosure able to 
be scaled from 24 customer connections up to 64, which makes it ideal 
as the first phase in multi-floor fibre distribution. It is suitable for both 
internal and external applications. This enclosure can be used within 
a P2P (Point to Point) or P2MP (Point to Multi Point) network with the 
addition of connectorised PLC splitters or pigtails and adaptors. Easy 
installation to corridor walls, in MDU risers or in comms cupboards. 

MDU - S3

Top: S3 shown with 16 x LC/APC QD adaptors. 
Bottom Left: S3 shown in splice only configuration. 
Bottom Right: S3 shown with cover.

•	 Max. 64 customer connections

•	 Up to 96 x 3A or ANT splices 

•	 4 x SE-IR or 8 x SC-B trays

•	 	IP54 and IK08 rating

•	 Optional internal loop storage 
basket

•	 UL-94 V0 / UV Stable

•	 340 x 247 x 76mm (HxWxD)

•	 Works with 2, 4, 8, 12 or 24 
way corridor cable

•	 MDU Mounting bracket 
available

Key Features

The S2 and S2XL provide a solution for installing pre-terminated drop 
cables in P2P or P2MP network with the addition of connectorised 
PLC splitters or pigtails and adaptors. Optional seals for different cable 
diameters available.

The enclosure has been designed to physically separate the feeder cable 
250µm fibres from the customer connection points. Designed for indoor 
use, the S2 delivers 24 and S2XL delivers up to 32 drop cable customer 
connections. Easy installation to corridor walls or MDU risers.

MDU - S2 and S2XL

Top: S2 XL shown with 8 LC/APC QD adaptors. 
Bottom Left: S2 shown with pigtails and tray open. 
Bottom Right: S2 / S2 XL shown with cover.

•	 Max. 32 customer connections

•	 Max. of 48 x 3A or ANT splices

•	 4 inbound / 24 outbound ports

•	 IP55 and IK08 rating

•	 PLC splitter accommodation 
(60mm x 7mm x 4mm) 

•	 	UL-94 V0 / UV Stable

•	 342 x 177 x 90mm (HxWxD)

•	 Secure, tamper proof cover

•	 MDU Mounting bracket 
available

Key Features

Colours available:

Colours available:
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Home Connections
Key Products

The S1 is an internal wall mountable enclosure that can be used within 
a P2P or P2MP network with the addition of PLC splitters, connectorised 
or bare end, pigtails and adaptors. The S1 manages up to 12 SC or LC 
simplex customer connection points. This product has provision for a 
moulded customer logo, or labelling, if required. Easy installation to 
corridor walls or MDU risers.

•	 Max. 12 customer connections 

•	 4 inbound / 12 outbound ports

•	 Up to 12 x 3A or ANT splices

•	 	IP55 and IK08 Rating

•	 PLC splitter accommodation  
(60mm x 7mm x 4mm)

•	 	UL-94 V0 Rating

•	 241 x 154 x 72mm (HxWxD)

•	 Secure, tamper proof cover

•	 Low profile

•	 MDU Mounting bracket 
available

MDU - S1

Key Features

Top: S1 shown with lowered drop management tray with
12 x LC/APC SX adaptors. 
Bottom Left: S1 shown with 12 x SC/APC SX adaptors. 
Bottom Right: S1 shown with cover.

This versatile internal enclosure can be used within a P2P or P2MP 
network with the addition of PLC splitters, connectorised or bare 
end, pigtails and adaptors. The S1XS manages up to 6 LC duplex / SC 
simplex adaptors on a hinged tray and has multiple splice capability of 
a maximum of 30 fibre splices, as well as mechanical fixing points for 
strain relief. Easy installation to corridor walls or MDU risers.

MDU - S1XS

Key Features
•	 Max. 12 customer connections

•	 6 inbound / outbound ports 
(8mm) or 3 inbound / outbound 
ports (10mm)

•	 Up to 30 x 3A or ANT splices

•	 IP54 and IK07 Rating

•	 Optional PLC splitter bridges  
(60mm x 7mm x 4mm)

•	 UL-94 V0 Rating	

•	 233 x 135 x 37mm (HxWxD)

•	 Secure, tamper proof cover

•	 Slim profile

•	 MDU Mounting bracket 
available

Colours available:

Colours available:

Top: S1XS shown with 6 x LC/APC DX adaptors. 
Bottom Left: S1XS shown with 1 x 1:8 splitter at rear of tray. 
Bottom Right: S1XS shown with cover.
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Home Connections
Key Products

The Indoor Cable is available in 2, 4, 8, 12 or 24 core bare end 500m 
drums or in a pre-terminated LC/APC or SC/APC fanout design. Fanouts 
are available in multiple lengths up to 250m and can be made to order. 
Single mode fibre type is either G.657.A2 or G.657.B3. It is constructed 
using B2ca compliant fibre cable. 

Designed to service up to 24 apartments within a multi dwelling unit 
environment, the multi-fibre cable has been specifically chosen to 
facilitate rapid deployment for efficient customer connections.

•	 2 or 3mm (outer diameter)

•	 G.657.A2 or G.657.B3 fibre

•	 2, 4, 8, 12 or 24 fibre

•	 Low Smoke Zero Halogen 
(LSZH) for indoor use as a flame 
retardant cable

•	 Operation and installation 
temperatures -10°C to 60°C

•	 Cable contains a ripcord for easy 
mid-span access

•	 Construction Products 
Regulation (CPR) fire properties 
classification of B2ca

•	 Exceeds the requirements of 
EN50173-1, ISO/IEC11801 and 
EN/IEC60794-2

•	 TIA or DIN colour code 

Indoor Corridor Cable

Key Features

Top: 12 fibre SC / APC SX fanout in 50m length 
Bottom Left: 12 fibre bare end 
Bottom Right: 12 fibre 500m drum

A range of duct suitable for internal applications with a complete range 
of accessories. Our internal duct is a single duct with an extensive range 
of connectors, end caps and gas seals designed for all stages of your 
internal network build. 

Our indoor duct solutions have been specially designed for an in-
building air blown application. Manufactured from special low smoke 
fire hazard material, the internal duct range conforms to international 
standards.

Internal Duct and Accessories

Key Features
•	 White duct for internal use

•	 Accessories include end caps, 
gas seals and connectors

•	 Duct diameter ranges include; 4, 
5, 7, 10, 12 and 14mm

•	 Available in a range of lengths

•	 Conforms to IEC 61386-22, 
IEC 60684-2, IEC 61034-2, IEC 
60332-1-2, DIN EN 13501-1 and 
UL2024

Internal single duct and sealing elements including 
connectors and end caps. 

Colours available:

Colours available:
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Home Connections
Key Products

Accessories

Corridor cable clips (2 or 3mm) 
supplied in packs of 100.

The Non-Flammable Kit contains 
the cleaning supplies necessary for 
splice preparation & maintenance. 

30cc glue cartridge and glue 
dispenser for securing cables 
around skirtings, ceilings and 
door frames.

The Fibre Prep and Cleaning Kit 
for making a successful 1.25mm 
fibre optic connection. 

Glue & Dispenser

Fusion Splicing Prep 
and Maintenance Kit

FTTX Fibre Prep and 
Cleaning Kit 1

FTTX Fibre Prep and 
Cleaning Kit 2

Nano Clips

P-clips

Cable Scout Deluxe Set

Duct Bend-Radius 
Limiter

Manages 14mm duct in horizontal 
and vertical direction changes.

White round cable clips with 
hardened steel nail for securing 
cables above the doorway in the 
event of fire.

This cable routing tool contains 
high quality rods and accessories 
in a storage bag and enables 
installers to easily route cables.

The Fibre Prep and Cleaning 
Kit for making a successful 
1.25mm and 2.5mm fibre optic 
connection.

Cable Management Kit

Rod End Caps

Cable management kits provide 
safe routing and protects fibre 
through walls and cover drill 
holes. Available for 600/900μm 
fibre. 

The cable rod end caps are 
designed to protect the LC 
connector whilst pushing it 
through walls and fit at the end 
of two types of cable rods.

For cable entry and drop cables, to 
ensure that no undue stress is put 
upon the fibre cables which may 
affect the optical performance.

MDU AccessoriesMDU Wall Mounting 
Brackets

Loop storage brackets are 
designed to allow for effective 
MDU wall / façade mounting at 
both low and high levels. 
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