Hellermanniyton

SP-G - SpeedPipe Ground
Direct Buried / Thick Walled / HDPE

Application/Product Description
SpeedPipe Ground (SP-G) is a thick-walled duct manufactured using
high quality HDPE material for direct buried (DB) applications.

The SP-G duct is available in a variety of different sizes to suit different
air blown fibre cables, offering compatible end to end air blown ducted
solutions. HellermannTyton manufactures its own in-house range of
connecting and sealing elements.
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Features and benefits

« |deal Direct Buried (DB) applications

+ Optimised for long distance blowing

« Suitable for Push or Pulled installations

Superior dimensional tolerances

+ Very Low Ovality

» Coated with G-Liner HellermannTyton’s Low Friction Liner
« >30 bar burst test

+ Made from high quality HDPE

« Other colours available upon request (MOQs apply)
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TYPE oD ID Length L Description Colour Low Friction Liner
SP-G 7/3.5MM-3930 500 SP-G 7/3.5mm (V-Drum)
SP-G 7/3.5MM-3931 7 3.5 600 SP-G 7/3.5mm (B-Drum)
SP-G 7/3.5MM-3919 1250 SP-G 7/3.5mm (B-Drum)
SP-G 7/4AMM-3942 500 SP-G 7/4mm (V-Drum)
SP-G 7/4AMM-3943 7 4 600 SP-G 7/4mm (V-Drum)
SP-G 7/4AMM-3944 1250 SP-G 7/4mm (B-Drum)
SP-G 8/4AMM-3911 500 SP-G 8/4mm (B-Drum)
SP-G 8/4AMM-3920 i N 800 SP-G 8/4mm (B-Drum)
SP-G 12/8MM-3921 12 8 2000 SP-G 12/8mm (M-Drum)
SP-G 14/10MM-3840 1000 SP-G 14/10mm (M-Drum)
SP-G 14/10MM-3922 14 10 1500 SP-G 14/10mm (M-Drum) Purple Included
SP-G 14/10MM-3923 3000 SP-G 14/10mm (C-Drum)
SP-G 16/12MM-3925 1000 SP-G 16/12mm (M-Drum)
SP-G 16/12MM-3924 e 12 1200 SP-G 16/12mm (M-Drum)
SP-G 18/14MM-3926 500 SP-G 18/14mm (A-Drum)
SP-G 18/14MM-3927 18 14 900 SP-G 18/14mm (A-Drum)
SP-G 18/14MM-3928 1700 SP-G 18/14mm (C-Drum)
SP-G 20/16MM-3841 20 16 1400 SP-G 20/16mm (C-Drum)
SP-G 25/20MM-3932 900 SP-G 25/20mm (C-Drum)
SP-G 25/20MM-3933 > 20 2000 SP-G 25/20mm (U-Drum)

All dimensions in mm. Subject to technical changes. MOQs apply. Image for illustration purposes only.
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